
LEADERS IN THE INDUSTRY | QUADCO.COM

20SC
C-Models enable better leverage when handling tall timber with an extended tower and faster 
accumulation. They feature stronger, more durable cast arms contoured for maximum support when 
accumulating as well as an ultra-reliable disc drive with easily adjustable bearings. 



QUADCO.COM | 1-800-668-3340

169 Industrial Dr. 
Lexington 
SC 29072

2550 N Hendrickson Dr. 
Suite A, Kalama 

WA 98625

66 Industriel Blvd. 
Suite 113, St. Eustache 

QC J7R 5C2

600 Chilcotin Rd. 
Kamloops 

BC V2H 1G5

3 View Road 
Mangakakahi 

Rotorua 3015, NZ

METRIC IMPERIAL

Rotation 360° (Medium Torque) 2,540 kg 5,520 lbs

Height 2,565 mm 101"

Width 1,435 mm 56.5"

Depth 1,346 mm 53"

Maximum Throat Opening 940 mm 37"

Maximum Throat Opening @ Teeth 889 mm 35"

Accumulation Area (Over Blade) 0.40 m2 4.3 ft2
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Cutting Capacity 508 mm 20"

Tip-to-Tip Diameter 1,321 mm 52"

Rated Saw Speed 1,250 rpm

Number of Teeth 18

Saw Kerf 51 mm 2"

Weight (Holders & Teeth | Varies Depending on Disc) 261 kg 575 lbs

Style (One Piece or Segmented) Both
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Motor Rexroth
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Grab Arms 1 Cylinder

Accumulating Arms 1 CylinderH
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20SC
STANDARD CONFIGURATION


