
LEADERS IN THE INDUSTRY | QUADCO.COM

6000-TWIN
Log Max 6000-Twin is a light-weight head suitable for “low branches” featuring a twin bottom knife 
for optimal delimbing from the lowest part of the trunk to the top. This head combines low weight with 
high power and is especially designed for large wheeled carriers.
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6000-TWIN
STANDARD CONFIGURATION METRIC IMPERIAL

Weight (Including Rotator Top & Link) 1,507 kg 3,322 lbs

Height (In Harvesting Position) 1,927 mm 75.9"

Maximum Width (With Head Open) 168.9 cm 48.6"

Maximum Width (With Head Closed) 123.6 cm 48.7"

Model Log Mate 510

Optional Additions Yes

Full Optimization Optional

Electronic Calipers (For Electronic Calibrations) Optional

Number of Drive Rollers 2

Motor Size (Drive Arm) 934 cc | 857 cc 56.7 in3 | 52.3 in3

Maximum Drive Roller Opening (Diameter) 625 mm 24.6"

Maximum Drive Roller Closing (Diameter) 17 mm 0.7"

Feed Speed 3.9 mps | 4.2 mps 12.8 fps | 13.8 fps

Number of Delimb Arms 4

Maximum Delimb Opening 710 mm 28"

Maximum Delimb Full Coverage 525 mm 20.7"

Minimum Delimb Closing (Diameter) 35 mm 1.4"

Carrier Size (Tracked) 21 – 30 ton

Carrier Size (Wheeled) 18 – 25 ton

Maximum Pressure 260 bar 3,771 psi

Saw Type 98XL

Maximum Cut (Diameter) 65 cm | 72 cm 25.6" | 28.4"

Bar Size 75 cm | 82 cm 29.5" | 32.3"

Chain Pitch 0.404 mm 0.016"

Motor Size 19 cc 1.16 in3

Chain Auto Tension No

Oil Tank Capacity 34 L 8.98 gal
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